Main Specifications

Made in Japan

- Control Unit « Chairperson Unit
ADS-M800/M900 ADS-C800/C900
- Delegate Unit

ADS-D800/D900

- Interpreter Unit
ADS-P800/P900

SALT OUT RJ45 SALT IN/OUT RJ45 SALT IN/OUT RJ45
EXT MIC %" jack TS unbalance -50dBV Speaker @50 full range Earphone output 4" jack, 3.5mm jack, monaural
LINE IN RCA jack x2, -10dBV 30kQ monaural Earphone output 3.5mm jack x2, monaural Mixer IN RCA jack, -10dBV 60kQ
LINE OUT RCA jack, -10dBV 100Q monaural EXT IO Socket connector Mixer OUT RCA jack, -10dBV 100Q
EQZ IN/OUT ¥ jack, 0dBV TRS balance Size/Weight W180 x H57 x D157 (mm) Size/Weight W238 x H383 x D160 (mm) 1.25kg
usB B type: 2.0 5309 (including microphone AM-30)
Serial D-sub 9pin male Power consumption DC24V 1W Power consumption DC24V 2W
Size/Weight W310 x H48.5 x D180 (mm) 1.5kg Microphone Option Accessory Microphone (AM-30)
Power consumption DC24V 3W
Accessory AC adaptor (ADS-AC)
« Audio Line Out Unit - Extension Power Supply Unit
ADS-ALV ADS-APS
SALT IN/OUT RJ45
Size/Weight W127 x H35.5 x D70.6 (mm) 110g

Power consumption DC24V 0.3W

Accessory

AC adaptor (ADS-AC)

- T-branch Cabling Unit

W127 x H35.5 x D70.6 (mm) 110g

AM-30 L-332mm 70g
AM-50 L-510mm 90g

ECM Uni-directivity (with a wind screen)

W86 x H44 x D47 (mm) 84g (one side)
ADS-M800/M900 / ALV

AC100-240V 47-63Hz 1.4A MAX, Cable 1.8m, Atype 2-pole
DC24V 2.7A (65W) MAX, Cable 1.5m

Main unit W115 x H38 x D53 (mm) 290g,AC cable 180g
UL/cUL/CB/GS/PSE/BSMI/RCM/CCC

ADS-ATB
SALT IN/OUT RJ45 SALT IN/OUT/BRANCH RJ45
VIDEO CONF AUDIO IN RCA jack, -10dBV 60kQ Size/Weight
VIDEO CONF AUDIO OUT  RCA jack, -10dBV
LINE OUT RCA jack x8, -10dBV monaural - Standard Microphone / Long Microphone
Size/Weight W310 x H48.5 x D146 (mm) AM-30/50
1.3kg Size/Weight
Power consumption DC24V 1.2W
Wind screen attached +12mm
Microphone
- Earphone - Rackmount Metal
AEP-9 ADS-A1U
Standard EIA1U
Size/Weight
Application
- Additional AC Adaptor
ADS-AC
INPUT
OUTPUT
Size/Weight
Plug 3.5mm plug, monaural Safety Standard

Speaker 32Q 5mwW
Cable length 1.5m
Size/Weight W44 x H57 x D24 (mm) 22g

- Fixing Screws Set

50-unit, 100-unit
Contents

ADS-FS50/FS100

Gauge, Screws

*Specifications and the appearance may be changed without notice for improvement.
*It may be a little different from the color of the catalog and the real product.
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Ampere Discussion System

Audio Conference System

Audio conference system of high-quality sound
applied for simultaneous interpretation confer-
ence and video conference.



